




2.0.
The following Systems, Components and Options are

Wholly or Partly Covered in this Manual
Note: This manual covers 20-01 collector installation, the 10-01collector are OG100

approved for use with this system and can be substituted 2 for 1.

System 5. Complete 20 Square Foot (1.86 m2), 20” x 12’ (.508 m x 3.66 m), Solar Panels with mounting kit and
Rails, 12 Volt PV Powered Circulator + Complete Rheem Double Wall Heat Exchanger Tank Connections.
These advanced 12V PV powered systems have matched PV Panels and Pumps for best operation. 2 collector
system includes ElSid Circulator with 20 Watt PV Panel, A larger 12V Electronic Circulator and 30 Watt PV Panel
is used for 3 or 4 collectors, with 25' of wire, 50’- 1/2" OD Copper connecting line, all line connections, Collector
Air Vent and Pressure Relief Valve, 2 Temperature Gauges, Mixing Valve, Install Kit, full instructions, Owners
Manual. Includes Expansion Tank and all Connections. 81V080HE1 TANK NOT SUPPLIED.

Two Collectors, Three Collectors, Four Collectors (double for 10-01 collectors):

====================================================================================================
Tilt Kit (option) Tilts collectors approximately 18 degrees from existing roof angle, Other angles available on
request. Tilt kits are used when a better winter angle is desired on a low pitch roof or to “re-orientate” panels to
face south by running the panels up and down an East or West facing roof. See Special Instructions.

Single Panel: Collector kit with 3 Modified 24” rails with 6” legs and hardware:
(Option Code /#TK01)
Double panels: Collector kit 3 - 4’ 1” x 1” Aluminum Rails with 12” legs and hardware:
(Option Code /#TK02)
Tripple panels: Collector kit 3 - 6’ 1” x 2” Alum. Rails with 24” legs and hardware:
(Option Code /#TK03)

Standard Color (Default): Musket Brown (C101)

Free Optional Color: Dove/Old Town (Medium) Gray (C109) - Note: This is a no cost option.

Optional Colors Include: Colonial (light) Gray (CO102), Tahoe Blue (COl03), Colonial Red (COl04), Forest
Green (COl05), White (COl06), Buckskin Brown (CO107), Beaver (medium) Brown

(CO108), C.B. (medium) Blue (CO110), Spanish Green (CO111), Storm/Slate (dark) Gray (CO112), Royal Brown
(CO113), Ivory (CO114), Sea Blue (CO115), Leaf Green (CO116), Pebblestone Clay (CO117), Woodbeige (CO118),
Peach (great on many light orange tile roofs) (CO119), Almond (CO120), Black (CO121), Adobe Tan (CO121),
Classic Cream (CO122), Bronze (CO123), Heritage Cream (CO124), Marine Green (CO125).

Components ( for individual purchase):

MVWA, Watts Mixing Valve:

QF34, Quad Flow Diverter

TR50, 50 foot roll of 3/8" ID, 1/2" OD soft copper tubing with 2 compression unions

ES10, El Sid 10 Watt 12V Circulator:

HC18, March 809 18 Watt 12V Circulator

PV10, 10 Watt 12V Panel With Mounting Hardware:

PV20, 20 Watt 12V Panel With Mounting Hardware:

PV20, 30 Watt 12V Panel With Mounting Hardware:

PR15, 150 Pound Pressure Relief Valve:

CV01, Floating Ball Check Valve:

H180, 180 F High Temperature snap switch, open 180 F, close 140 F, place on cold in:


